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What's inside the box: 
 

- 1x Senstick Probe Soil Moisture SSM40 

- 1x AA battery 

- 1x plastic holder for 75 mm pipe 

 

Required materials & tools: 
 

- shovel, 

- turf knife, 

- auger drill (recommended), 

- measuring tape, 

- PVC plastic pipe (diameter 75 mm, length at least 20 cm) with 
removable cap. 
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Installation steps 

 

1. Step: Cut the turf 

Begin by cutting a circular shape into 
the grass turf with a diameter of 
approximately 15 cm. Use a sharp knife 
or spade to ensure a clean cut. 

 

 

 

 

 

 

2. Step: Remove and save the 
turf layer 

Carefully lift and remove the top layer of 
turf. Set it aside – you will reuse it later 
to cover the hole after installation. 
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2. Step: Dig the Hole 

Dig a hole at the marked location 
with a diameter of 15 cm to a depth 
of at least 30 cm. For efficiency and a 
cleaner result, it is recommended to 
use an earth auger (soil drill). 
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3. Step: Mount the 
sensor into the pipe 

Place the sensor housing into the 
center of the round plastic holder 
and insert both together into the 
pipe. Ensure that the conical 
surface of the holder's side fits 
firmly against the inner wall of 
the pipe, securing the sensor in 
place. 

 

 

Important: 

Make sure the sensor cable that connects 
the housing with the probe runs through 
the inside of the pipe and exits from the 
bottom end. 

 

 

4. Step: Seal the top of 
the pipe 

Close the top end of the plastic 
pipe with a cap or cover to 
prevent water, dirt, or debris 
from entering the pipe. 
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5. Step: Install sensor probe 

Insert the black sensor probe horizontally into the soil at a depth of 20 
cm from the ground surface, with the tip facing forward, perpendicular 
to the wall of the dug hole. 

 

 

Important: 

Make sure the narrow side of the sensor probe is facing upward, which 
prevents water from accumulating on the sensor surface. 
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6. Step: Backfill the hole and restore the turf 

Fill the hole around the pipe with the excavated soil, packing it gently 
to ensure stability. Finally, cover the top of the hole with the previously 
removed turf to restore the grass surface. 

 

 

 

 

 

 

 

 

 
 
 

 
 
 
 
 
 

 

 
 


